NOTICE TO CONTRACTORS OF INTENT TO RECEIVE BIDS:

PART 1- GENERAL

A. Date of Issue: April 14, 2016

B. The following Addendum shall be incorporated in the Contract Documents of the above named job, and all requirements herein are fully a part of the Contract Documents as if included therein.

C. Contractors shall acknowledge receipt of all Addenda in their Bid, on the Form of Proposal (FS #1). Failure to do so may subject the Bidder to disqualification.

PART 2- ADDENDUM

GENERAL INFORMATION

1. Existing Roof System: Total Thickness is approximately 3 inches.
   Thermoplastic Membrane
   Slip Sheet
   Thermal Insulation
   Elastomeric Coating
   Spray Foam Thermal Insulation
   Wood Deck

2. Remove any references to 2 layers of 3” polyisocyanurate thermal insulation and replace with 3 layers of 2” polyisocyanurate insulation. The rest of the specified roof system to remain unchanged. The intent is to provide a total thickness of 6 inches of thermal insulation properly installed that will form to the curvature of the dome shaped roof.

3. The vertical radius of the dome is approximately 24’ from top of dome to bottom of dome (see attached detail).

PROJECT MANUAL
N/A

DRAWINGS
N/A

ATTACHMENTS
N/A
END OF ADDENDUM #1